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 New DXpatrol
30.10.2014
 DX-Patrol SDR Empfänger
Software Defined Radio mit grossem Frequenzbereich (100KHz to 2GHz)
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	[image: ]		Independent antenna inputs for Shortwave and VHF
	USB computer connection ( mini usb)
	Very High dynamic range receiver
	Low noise pin-diode band switch
	Accurate and efficient band filters
	Very clean audio reception
	SMA golden antenna connectors
	LED power and band indication
	40MHz local oscillator for HF conversion
	DBM balance diode ring mixer
	Small size board
	Freeware software
	Up to 3.2 M Sample rate



Der DX-Patrol ist ein Software Defined Radio (SDR) Empfänger mit einem sehr großen Frequenzbereich. Im Gegensatz zu den üblichen Billig-DVB-T Sticks verfügt dieser Empfänger über einen zusätzlichen Konverter für Kurzwelle. So wird ein weiter Frequenzbereich von 100 kHz bis 2000MHz möglich. Für den Betrieb mit dem HF-Konverter sind Bandfilter vorgesehen die die Großsignalfestigkeit des Empfängers verbessern, auch das haben die meisten Billig-SDRs nicht.
Ein weiteres Merkmal des DX-Patrol ist das der Frequenzbereich ohne Lücken abgedeckt wird. Durch die beiden unabhängigen Antennenanschlüsse (SMA) kann man die am besten geeigneten Antennen für den jeweiligen Empfangsbereich verwenden und ohne Umstecken die Bereiche wechseln. Die Umschaltung zwischen Kurzwelle und VHF erfolgt am DX-Patrol durch einen Kippschalter, der einen rauscharmen Pin-Dioden-Schalter ansteuert. Der jeweilige Betriebszustand (HF/VHF) wird durch eine mehrfarbige LED angezeigt. Die Abtastrate ist wie für den Chip typisch bis 3.2MS/s denkbar. Allerdings wird die tatsächlich erreichte Abtastrate durch die jeweilige Software festgelegt. Dadurch ergeben sich dann die sichtbaren Spektrumsbreiten von 96kHz bis ca. 1MHz und mehr.
 Der Betrieb des DX-Patrol ist mit jeder Software möglich, die den RTL2832 Chip unterstützt. Das sind unter anderem:
	SDR# (Windows)
	HDSDR (Windows)
	sdr-radio.com (Windows)
	SDR Touch (Android)
	Gnu Radio (Linux)
	u.a.

Spezielle Programme wie rtl1090 oder dump1090 erlauben den Empfang der ADS/B-Baken von Flugzeugen. Damit und eienr geeigneten Antenne plus Kabel wird die Darstellung der aktuellen Fluglage am Standort möglich. Ausserdem kann man an weltweiten Netzwerken teilnehmen, die die Daten zum Beispiel für flightradar24.com bereitstellen. Andere Programme erlauben den Empfang von NOAA Wettersatelliten auf 137 MHz - die Möglichkeiten des DX-Patrol SDR EMpfängers sind endlos.
Die Installation des DX-Patrol SDRs ist einfach gehalten. Man verwendet am besten nicht die Windows-eigenen Treiber sondern den 'Zadig' Installer. Die meisten der o.g. Programme sind Freeware, es existieren dazu entsprechende Anleitungen im Internet. Eine eigene Software oder eigene Treiber werden mit dem DX-Patrol nicht mitgeliefert. Der Anschluß zum PC erfolgt mir einem USB-Kabel mit Mini-B Stecker, am PC wird ein USB2 Anschluß vorausgesetzt. Im Lieferumfang ist kein USB-Kabel enthalten.
	
	 	 	
New YAESU FT-991
07.09.2014
 FT-991 KW/50/144/430 MHz Transceiver. Verfügbar ab Januar/Februar 2015
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The Yaesu FT-991 Transceiver is capable of operating SSB, CW, AM, FM, Packet and System Fusion C4FMDigital. The legendary tradition of Yaesu design is a legacy of excellence established decades ago, providing quality, stability and durability.
The Yaesu FT-991 is designed for the most competitive operating situations, with a suite of new features to’enhance the experience. Whether you primarily operate at home, mobile or in the field, the FT-991 will provide outstanding fundamental performance and an inviting expansion into a full featured base station.
Radio Features
	160 Meters through 70 Centimeters – SSB/CW/FM/C4FM Digital/AM/RTTY/PSK
	100 Watts (2 Meter / 70 Centimeter: 50 Watts) of Solid Performance
	3.5 inch TFT Full-Color Touch Panel Operation for Superior Operability and Visibility
	High Speed Spectrum Scope with ASC (Automatic Spectrum-Scope Control) built-in
	Roofing Filter 3 kHz and 15 kHz
	High Accuracy TCXO ±0.5 ppm and high resolution DDS and PLL local oscillator
	32-bit High Speed Floating Point IF DSP
	IF WIDTH and IF SHIFT provides great QRM Rejection
	CONTOUR, DNR, IF Notch and APF (Audio Peak Filter, CW only)
	160 – 6 Meters High Speed Automatic Antenna Tuner included

	
	 	 	
New YAESU WIRES-X HRI-200
07.09.2014
 WIRES-X HRI-200 Verfügbar ab Oktober 2014
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Radio Features
	WIRES-X supports both Analog and the new C4FM Digital radio communications mode
	WIRES-X allows communications between both C4FM digital stations and conventional FM stations via WIRES-X
	High quality voice communication is achieved by repeating C4FM digital data as it is via the Internet
	WIRES ID: Adopted a simple user ID system using alphanumeric characters
	Smart Access: WIRES-X automatically connects to nodes and rooms by utilizing the Smart Access function. (Digital node station only)
	Preset Serach: User can find local node station and receive their frequency setting data for automatic setup. (Digital node station only)
	Activity Monitor: IDs of active nodes and rooms can be searched from the C4FM transceiver via a local node. (Digital node station only)
	News Station: Stores and reads digital data such as text, images and audio data. (Digital node station only)
	WIRES-X provides everything that is needed to maintain a node or room for use by members only
	Easy setup: Opening ports on the router also can be accomplished by using uPnP standards on uPnP capable routers
	HRI-200 supports Analog FM mobile transceiver for Analog node station as well as Digital node station with FTM-400D
	DR-1X repeater support will be available in early 2015 with a DR-1X firmware update
	Supplied accessories include:  USB Cable, Data Cable Mini-DIN 10pin-10pin (CT-174), Data Cable Mini-DIN 10pin-6pin (CT-175), WIRES-X setup disk (CD) and operating manual. 4.4" x 1.0" x 5.2" 12 oz. This device is USB bus powered (+5.0 VDC ±5% Neg. Ground 130 mA max , 30 mA TYP)

	
	 	 	
vna/J 3.0.3
28.07.2014
 	 	 Read more …
	
New Digital Repeater DR1-XE
14.05.2014
 Wir freuen uns Ihnen mitteilen zu können dass dieses Produkt zu guter Letzt ab 30.Juni 2014 erhältlich sein wird
Nous avons le plaisir de vous communiquer que finalement ce produit sera disponible dès le 30 juin 2014
Abbiamo il piacere di  comunicarle  che finalmente  questo prodotto sarà disponibile dal 30 giugno 2014
We are pleased to announce the introduction of the DR-1XE, dual band (144/430MHz) repeater that supports both conventional analogue FM and System Fusion digital radio protocol at the same time all within the limits of a 12.5 kHz channel bandwidth. We are confident that the introduction of the new DR-1XE is dawn of our new and exciting multi-function system, System Fusion. System Fusion is the integrated platform we offer to bring our digital radio solutions that enabling crisp and lear voice communications and reliable high-speed data communications using C4FM digital modulation and also to continue to provide with substantial advantages of FM Analogue such as low battery consumption and greater distance capability.
One of key features of System Fusion products is AMS (Automatic Mode Select) capability, which instantly detect whether the received signal is V/D mode, Voice FR mode and Data FR mode of C4FM Digital or Analogue FM mode, and automatically match the communication mode of the received signal. Thus, with System Fusion digital transceivers, including FT1DE and FTM-400DE, you don’t need to manually switch between the communication modes to intercommunicate with other FM Analogue transceivers.
With the DR-1XE, AMS can be configured to convert the incoming C4FM Digital signal into FM Analogue signal and retransmit it thus enabling intercommunication between Digital and FM Analogue transceivers.
AMS can also be configured to automatically retransmit the incoming mode to the output thus enabling both Digital and Analogue users to coexist on the same repeater.
Until now, FM repeaters were only used for conventional FM, and digital repeaters were only used for digital communication. However, from now on, by simply replacing an existing FM analogue repeater with DR-1XE, you can continue to use the repeater for conventional FM communication and also use it for advanced System Fusion digital radio communications. Existing peripheral devices such as the duplexer and amplifier, etc., can also continue to be used as-is.
Repeater controller features include control panel selection of RX/TX frequency, Power (50/20/5W), CTCSS or DCS Control access for Analogue FM, with programmable timeouts and Station ID in CW or Voice (if FVS-2 option installed). Remote control for Shutdown function is also supported. The rear panel Control I/O port is connectable with the “S-COM 7330 Triple Repeater Controller”. This controller manages max. three units of DR-1XE to operate with programmable beep, timer, access mode and more. Please refer to the attached sheet for technical features, specifications and accessories.
	
	 [image: application/pdf] DR1-XE features sheet.pdf (284.9 KiB)

	 	
New Yaesu Air Band
04.04.2014
 ab Juni / from June
FTA-750L EU (CE) w/ANT.SBR-12LI,SAD-11C
FTA-550L EU (CE) w/ANT.SBR-12LI,SAD-11C
SSM-10A Speaker Microphone
SEP-10A Earphone
We are pleased to announce the introduction of The New YAESU FTA-750L and FTA-550L/AA Air band Transceiver for the European Market.
The New FTA-750 and FTA-550 models are designed with a new graphical icon based menu system with large (43.2 x 43.2mm) full dot matrix LCD. The Transmitter provides a full 5 watts power on the International Aircraft Communication Band ( “ COM” band: 118.000 to 136.975 MHz) with either 25kHz or the new 8.33kHz channel spacing, ILS (Instrument Landing System) and VOR Navigation features on the “NAV” band ( 108.000 to 117.975MHz) with an advanced user interface ensuring intuitive operation and optimized performance.
Both models include a variety of other useful features for the discerning aviator, 800mW of clear loud audio, Last Channel Recall ( Flip Flop), ILS Navigation ( Localizer), Back-lit keypad, Water protection (IPX% Rating), 200 memory channels and USB port for easy programming of user memory channel.
In addition, the New FTA-750L “Spirit” provides 329.15-335.00MHz receiver for showing Glide Slope in ILS navigation and the built in GPS unit provides positioning and waypoint Navigation with a graphical screen presentation including a compass that helps you to determine the distance and bearing of your waypoint at a glance.
The New FTA-550 is available in two package versions; the Li-ion Battery version (FTA-550L) c/w charger and the AA Alkaline Battery version (FTA-550AA) with no charger.
[image: ]
	
	 	 	
New RigExpert
04.04.2014
 We are glad to inform you that we have been selected as official RigExpert reseller
AA-30 - HF Antenna Analyzer (0.1 to 30 MHz)
AA-54 - HF Antenna Analyzer (0.1 to 54 MHz)
AA-170 - HF/VHF Antenna Analyzer (0.1 to 170 MHz)
AA-600 - Antenna Analyzer (0.1 to 600 MHz)
AA-1000 - Antenna Analyzer (0.1 to 1000 MHz)
AA-1400 - Antenna Analyzer (0.1 to 1400 MHz)
IT-24 - 2.4 GHz ISM Band Universal Tester
RE TI-5 - USB Transceiver Interface
RE Standard - USB Transceiver Interface
	
	 	 	
New REGA Radios
23.03.2014
 	 	 	
MOTOROLA DMR Serie
28.02.2014
 	 	 	
New Signalink Cables for HT
03.02.2014
 We are happy to announce the release of two new SignaLink radio cables that work with a wide variety of popular HTs including the Yaesu FT-60R and VX-8GR, Baofeng GT-3 and UV-5R, Wouxun KG-UV6, Kenwood TH-F6A and TH-F7E, and many others. Both new HT cables are approximately 3ft in length and come fully assembled.
Baofeng
 GT-3, UV-5R, UV-5RA/B/C/D/E/E+, UV-82, UV-8, BF-888S, BF-777S, BF-666S
Kenwood
 TH-D7, TH-D7A/AG/E, TH-F6, TH-F6A, TH-F7, TH-F7E, TH-G71
 TH-G71A/E, TH-K2, TH-K2A/AT/E/ET, TH-21, TH-21AT/BT
 TH-22, TH-22A/AT, TH-22E
 TK-240, TK-250, TK-255, TK-260, TK-260G, TK-270, TK-270G, TK-272G, TK-278, TK-278G, TK-340, TK-349
 TK-350, TK-353, TK-360, TK-360G, TK-370, TK-370G, TK-373G, TK-378, TK-378G, TK-430, TK-431, TK-715
 TK-2100, TK-2102, TK-2107, TK-2118, TK-2160, TK-3100, TK-3101, TK-3102, TK-3107, TK-3118, TK-3160
Wouxun
 KG-UVD1P, KG-UV6D, KG-659, KG-669, KG-669+, KG-679, KG-679+, KG-816, KG-819, KG-689, KG-689+, KG-699
Yaesu
 FT-60, FT-60R, VX-1R, VX-2R, VX-3R, VX-5R, VX-110, VX-150, VX-160, VX-230, FT-250R
 VX-350, VX-410, VX-420, VX-420A, FT-1DR, FT-1D, VX-8GR
NOTE:  If you have Yaesu's CT-131 adapter, then you can also use this cable with the VX-8R, VX-8DR and VX-8RE
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  News
 05.03.2024 
 "Early Spring Special 2024" CASHBACK PROGRAM

 01.11.2023 
 YAESU FT-710 FIELD HF/50MHz SDR Transceiver NEW !!!

 03.07.2023 
 FT-710: Frequenzerweiterung Jetzt Möglich !!!

 04.05.2023 
 NEW MICROSET POWER SUPPLY !!!

 04.05.2023 
 NEW YAESU FTM-500DE !!!

 01.04.2023 
 NEW KENWOOD RADIO !!!

 11.03.2023 
 SunSDR2 DX der 5. Generation jetzt da !!!

 28.12.2022 
 End of Production FTM-400XDE and FT-818ND

 Read more news

Contact information
GIANORA-HSU
			Inhaber: Min-Tzu Gianora-Hsu
			Forchstrasse 99d
			CH-8132 Egg bei Zürich
			Switzerland
			gianora-hsu(at)gianora-hsu.ch
			Tel +41 (0)44 826 16 28
			UID CHE-299.043.344



  Der Beste für Amateurfunk in der Schweiz !!!
Kaufen Sie im Webshop, sparen Sie Zeit und Geld!

Produktbesichtigung auf Anfrage jederzeit möglich. Online kaufen lohnt sich!


Top Products
	   Tigertronics - Signalink
  KENWOOD Rega
  VERTEX / MOTOROLA Rega
  FUNcube PRO PLUS
  RTsystems CAT Cables
  YAESU - AIR BAND
  DXpatrol SDR Receiver
  Connectors
  KENWOOD
  MICROSET Power Supply
  Mastrant
  Adapters
  Expert Electronics
  YAESU - Mobile Transceivers
  YAESU - System Fusion
  YAESU - Rotators
  YAESU - VHF/UHF Handhelds
  YAESU - HF Transceivers
  YAESU - Accessories



New products
	   KENWOOD Rega
  YAESU - AIR BAND
  DXpatrol SDR Receiver
  Connectors
  KENWOOD
  MICROSET Power Supply
  Mastrant
  Adapters
  Expert Electronics
  YAESU - Mobile Transceivers
  YAESU - System Fusion



Customers loyalty!
	FREE shipment for orders over 1000.- CHF (CH only)
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